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AKTEK TANK VAPOUR CONTROL and PROTECTION

Safety and Environmental Control Equipment, Manufacturing and Engineering Solutions

For more than 8 years AKTEK has supplied industry with the products, services and solutions that meet the challenges of
environmental and safety standards. As a pioneer in the conservation equipment industry, we have evolved to become
one of the largest manufacturers of pressure vacuum relief valves, gauge hatches, emergency pressure relief vents, flame
arrestors and detonation flame arrestors, Our equipment is critical to the safe operation of industries around the world,
including loading terminals and storage tanks, and in the chemical/petrochemical, pharmaceutical, landfill, wastewater,
refining, automotive, industrial production, pulp and paper processing, and oil production markets.

AKTEK is also a recognized leader in the custom-design and testing of engineered products to meet specific applications.
Our engineering design team offers a wide range of experience, expertise and engineering disciplines to provide our
clients with innovative yet cost-effective solutions. AKTEK equipments are designed and manufactured to the highest
safety standards. We are committed to the continuous improvement of our processes, craftsmanship and quality control
methods to help the industries we serve operate more safely and more efficiently.

AKTEK received its SO 9001 Certification from QATECHNIC Certification, Inc, in November 2010. As the
technology leader in safety and environmental vapor control products, we are dedicated to providing the design and
engineering excellence our customers deserve and expect.
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AKTEK TANK VAPOUR CONTROL and PROTECTION

AKTEK’s flame and detonation arrestors, pressure vacuum relief valves, emergency relief
vents and hatches are proven safety and environmental control solutions used by the
world’s leading names in oil and gas production and process industries.

AKTEK, Flame and Detonation-Deflagration Arrestors

AKTEK offers a wide variety of arrestor products with maximum flow to pressure drop characteristics. Our portfolio
includes in-line, free vent, high-pressure deflagration and detonation flame arrestors. AKTEK's flame arrestors use spiral
wound, crimped-metal ribbon flame cell elements to inhibit flame propagation by absorbing and dissipating heat, and
are designed to provide maximum flow with a minimum amount of pressure drop across the element. Connection sizes
range from 34 inch up to 36 inches.

AKTEK Pressure Vacuum Relief Valves

AKTEK offers a comprehensive range of pressure vacuum relief valves that are recognized as the industry standard in
safety and protection. AKTEK's pipe-away, vent-to-atmosphere, in-line and end-of-line relief valves are installed on
storage tanks to control evaporation and fugitive emission losses that result from flammable and hazardous petroleum
vapor-producing products.

AKTEK designs pressure vacuum relief valves that address a variety of applications-from routine service to the most
severe service. Our Series 1100/1200 pressure vacuum relief valves are considered the industry's top performers in the
most severe applications. Qur new 1100MN/1200N Series value line pressure vacuum relief valves offer great economic
value for less severe applications. AKTEK series 1100/1200 in-line and stack vent valves have been the oilfield industry
standard for more than 8 years.

AKTEK Emergency Pressure Relief Vents

AKTEK supplies the world’s process industries with safety and environmental control products. Our emergency pressure
relief vents and other atmospheric venting products set the highest standards in quality and dependability. When
properly sized, AKTEK venting systems provide the capacity to meet APl Standard 2000, NFPA 30 and OSHA (29 CFR
1910.106) for emergency venting due to fire exposure.

AKTEK Gauge Hatches

AKTEK Gauge Hatches are used the world over to control evaporation
losses and protect tanks against excessive pressure or vacuum. Our line
of gauge hatches includes:

« Dead Weight Models, which are generally used in very low pressure
applications with 28, 56, 85, or 113 mbar pressure settings and a 12
mbar vacuum relief;

+ Spring-Loaded Models, which are utilized in low pressure
applications with 56, 113, 170, 226, 340, 453, 680, and 907 mbar
pressure settings and 12 mbar, 28 mbar, and 99 mbar vacuum settings;
+ Lock-Down Hatches, which provide secure access but do not provide
pressure or vacuum relieving capability.

AKTEK Free Vents

AKTEK Free Vents are designed for use on bulk liquid storage tanks that
contain non-volatile liquids. These vents offer efficient flow capacity to
protect the tank from positive or negative overpressure, and allow
vapors to flow freely in and out of the storage tank.

The Model 4100 and 4200 offer protection against rain, dirt, insects and
other foreign matter entering the vent.

www.aktekeng.com (2 ]




AKTEK TANK VAPOUR CONTROL and PROTECTION

Flame and Detonation Arrestors

Larger Crimp Size... Fluoropolymer Coated Hardware Hinged Element
Less pressure drop Provides ﬂUL‘ilﬂﬂdiﬂg corrasion and Facilitates Basy access.
Less maintenance chemical resistance,

bt Removable Element
: Easily removable for cdleaning and

replacement.

Pressure and Vacuum Relief Valves

Economical Superior Performance

Replaceable seat. Aktek DPG dual pallet guide

Stainless steel pallet with system reseats the valve in the . 4

FEP Teflon seal. same spot each time retaining the ' "y Doubi
Excellent flow characteristics valve’s seal characteristics. [ Pallet
High performance coating Anti-freeze and non-stick design. Guid
for harsh enviranments. Replaceable seat reduces

maintenance cost and extends
valve life.

DPG Advanced metal alloy pallet
and seat that provides superior
corrosive resistance to chemical
attack and non-stick surface.

www.aktekeng.com




AKTEK TANK VAPOUR CONTROL and PROTECTION

Emergency Vents and Manholes

Time Proven Performance Emergency Relief

Economical production storage Provides emergency venting refief per AP 2000. Used in conjunction with Aklek
tank applications. pressuire vacuum relief valves.

. Provides superiar relieving capacity for emergency conditions.
Non Pressure Relief b b e e geey

Increased level of tank safety in emergency conditions.
Highest relief settings available.

High capacity flow for non-flammable
or non-volatile storage tanks.

High flow characteristics.

Protects tanks from positive or
negative overpressure,

Prevents foreign matter from

entering tank.

Economical Dead Weight Hatches Tank Access for Inspection and Gauging
Large volume tank venting at low pressure, Vapour tight seal prevents leakage and evaporation losses.
Access for tank gauging. *Sour gas"models available.

Field replaceable gaskets. :

“Sour gas”models available. High Performance

Tank hatch minimizes produt losses. Envelope
gasket provides superior sealing quality over
conventional flat gaskets. Lowest leakage rate
(29 It/hour @90%0 set pressure) in the industry.
"Sour gas’models available.

Economical Spring Loaded

Tank Hatch
Multiple relief settings,
"Sour gas'models available,
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AKTEK TANK VAPOUR CONTROL and PROTECTION

PRESSURE / VACUUM RELIEF VALVE

AKTEK Model TP1100M is designed to vent to atmosphere to protect your tank
from damage created by over-pressure or excessive vacuum. Costly product
evaporation losses due to normal tank "breathing” are greatly reduced. Because
the Model TP1100M retains toxic vapours, atmospheric contamination is
minimized. This helps to provide increased fire protection and safety.

PRODUCT FEATURES

+ Sizes 2" through 12"

» Pressure settings 2,0 mbar to 1034 mbar

= Vacuum settings 2,0 mbar to 827 mbar

« Available in aluminium, carbon steel, stainless steel, fiberglass and
other materials

+ Modular construction

PRESSURE / VACUUM RELIEF VALVE W/PIPE AWAY

AKTEK Model TP1200M is used for pressure and vacuum relief where vapours must
be piped away. Special pallets in the Model TP1200M housing virtually eliminate
the intake of air and the escape of vapours except during normal tank breathing,
thus reducing the loss of product and protecting the tank from possible damage.
Escaping vapors are piped away through a flanged outlet connection. This helps to
provide increased fire protection and safety.

PRODUCT FEATURES

» Sizes 2" through 12"

« Pressure settings 2,0 mbar to 1034 mbar

« Vacuum settings 2,0 mbar to 827 mbar

« Available in aluminium, carbon steel, stainless steel, and other materials
» Modular construction

PRESSURE RELIEF VALVE

AKTEK Model TP2200M Emergency Relief Valve is designed to wvent to
atmosphere for emergency relief capacity above that supplied by a standard
operating valve used on tanks, piping, and low pressure vessels. Emergency relief
valves provide relief from excessive internal pressures which may cause tank
damage.

PRODUCT FEATURES

= Sizes 2" through 12"

= Pressure settings 2,0 mbar to 1034 mbar

= Available in aluminium, carbon steel, stainless steel, and other materials
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AKTEK TANK VAPOUR CONTROL and PROTECTION

PRESSURE RELIEF VENT

W/PIPE AWAY FEATURE & SAME-SIZE INLET & OUTLET

AKTEK Model TP2100M relief valves are designed with inlet and outlet flanges of
the same size to reduce installation costs by having smaller downstream piping.
Model TP12200M valves are designed for systems requiring only pressure relief.
Escaping vapours are piped away through a flanged outlet connection. This helps
to provide increased fire protection and safety.

PRODUCT FEATURES

« Sizes 2" through 4"

« "Cushioned air" seating

« Non-sticking design

+ Center and peripheral pallet guiding
= Set pressure tolerance

PRESSURE RELIEF VENT - BODY TYPE & BODY TYPE SPRING

AKTEK Model TP2300M Emergency Relief Valve is designed to wvent to
atmosphere for emergency relief capacity above that supplied by a standard
operating valve used on tanks, piping, and low pressure vessels. Emergency relief
valves provide relief from excessive internal pressures which may cause tank
damage.

PRODUCT FEATURES

» Sizes 2" through 12"

« Pressure settings 2,0 mbar to 1034 mbar

« Available in aluminium, carbon steel, stainless steel, and other materials

VACUUM RELIEF VALVE, TOP MOUNT

AKTEK Model TP3100M Vacuum Relief Valve is used when vacuum relief is the only
requirement. Intake relief necessary under working conditions is achieved by a
spring or weight loaded pallet. This feature of the Model TP3100M reduces the
possibility of tank damage. The Model TP3100M helps to provide increased fire
protection and safety.

PRODUCT FEATURES

» Sizes 2" through 12"

« Vacuum settings 2,0 mbar to 827 mbar

« Available in aluminium, carbon steel, stainless steel, and other materials
+ Modular construction
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AKTEK TANK VAPOUR CONTROL and PROTECTION

VACUUM RELIEF VENT

AKTEK Model TP3200M Vacuum Relief Valve is used when vacuum relief is the only
requirement. The Model TP3200M may be side mounted on the tank body or
piped in. Intake relief necessary under working conditions is achieved by a spring
or weight loaded pallet in the valve housing. The Model TP3200M reduces the
possibility of tank damage and provides increased fire protection and safety.

PRODUCT FEATURES

» Sizes 3" through 14"

= Vacuum settings 2,0 mbar to 827 mbar

« Available in aluminium, carbon steel, stainless steel, fiberglass, and other
materials

VACUUM RELIEF VALVE, TOP MOUNT

AKTEK Model TP3300M Vacuum Relief Valve is used when vacuum relief is the only
requirement. Intake relief necessary under working conditions is achieved by a
spring or weight loaded pallet. This feature of the Model TP3300M reduces the
possibility of tank damage. The Model TP3300M helps to provide increased fire
protection and safety.

PRODUCT FEATURES

= Sizes 2" through 12"

« Vacuum settings 2,0 mbar to 827 mbar

« Available in aluminium, carbon steel, stainfess steel, and other materials
= Modular construction

FREE VENT - GOOSE NECK

AKTEK Model TP4100M Goose Neck Free Vent is designed to be used on tanks
containing non-volatile liquids and on vent pipe extremities. It offers efficient flow
capacity for the protection of the tank, and is built of corrosion resistant materials
throughout. A wire mesh screen prevents foreign matter from entering the tank or
pipe opening. Weather hoods are easily removable for inspection of vent and wire
mesh screen.

PRODUCT FEATURES

= Sizes 2" through 12"

- Available in carbon steel, stainless steel, and other materials
= High flow capacity
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AKTEK TANK VAPOUR CONTROL and PROTECTION

PILOT OPERATED RELIEF VALVE W / VACUUM BREAKER

AKTEK TP5100M Pilot-Operated Relief Valve is used to replace weight-loaded or
spring loaded valves in many applications to increase efficiency and reduce
evaporation losses, Several advantages are obtained over the traditional type. For
example, the process pressures may be closer to the set pressure than would be
considered prudent and safe with the traditional valve. Additionally, greater
conservation is obtained due to minimum product loss which in turn provides
increased profits.

PRODUCT FEATURES

» Sizes 2" through 12"

« Choice of aluminum, carbon steel, stainless steel, or special materials for the main body

+ Pressure settings 5,0 mbar to 1034 mbar

« Vacuum settings. 2,0 mbar to 827 mbar

« Ense of precision settings

« Only the pilot needs to be set

- Lower profile and weight than spring operated models for high settings

+ Remote pilot sensing option allows the pilot to sense the true system pressure

« Remote or manual blowdown available

« Full apen at less than 10% overpressure

» Modulating action conserves product since valve opening is proportional to overpressure

- Soft seats seal tight to conserve product and minimize valve wear which
improves reliability

* Reduces maintenance costs since the valve can be completely serviced without removal
from its mounting

EMERGENCY PRESSURE RELIEF VALVE, WEIGHT-LOADED; HINGED
AKTEK Model TP6100M Emergency Pressure Relief Valve is designed to provide
emergency relief capacity beyond that furnished by the normal operating
pressure relief valve on the tank. The valve protects the tank against rupture or
internal pressures caused by fire exposure, etc. Model TP6100M is designed to be
self - closing. As excessive pressure builds up, Model TP6100M relieves, then
reseats when overpressure has been dissipated. Counter weights are available for
lower settings.

PRODUCT FEATURES

- Sizes 247 307 32, 34" and 36"

« Pressure settings 1.5 - 8 oz/in2

« Vacuum settings 0.5 - 4 0z/in2

« Hinged with lift stop for positive reseating

» Available in carbon steel, stainless steel, and other materials
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AKTEK TANK VAPOUR CONTROL and PROTECTION

MANWAY / CLAMPING MANHOLE COVER

AKTEK Maodel TP7100M Clamping Manhole Cover is designed as an economical
solution that provides ready access to product storage tanks by means of an easily
opened hinged cover.

PRODUCT FEATURES

+ Sizes 12°, 167 20 24, 30", 36" and 48"

« Easy access to storage tanks for maintenance and inspection

= ANSI, API, DIN, and other connection types available

« Threaded clamping handle provides gas-tight and water-tight seal

« Maximum working pressure of 200 mbar (12"-24"sizes), 69 mbar (30°, 36" and 48" sizes)
« Materials of construction include: Aluminium, Steel, 316 55

FLAME ARRESTER - VERTICAL INSTALLATION

AKTEK TP8100M Flame Arrester is designed to inhibit flame and deflagration
propagation in gas piping systems and to protect low pressure tanks containing
flammable liquids. Arresters protect low flash point liquids from externally caused
sources of heat and ignition. This provides increased fire protection and safety.

PRODUCT FEATURES

= Sizes 2" through 60"

= Available in carbon steel, stainless steel, aluminium, and other materials
+ Wafer design for quick and easy maintenance

« Unique recessed seating for superior protection

+ Factory Mutual approval for most sizes and materials

« Proven spiral wound, crimped ribbon, flame element

« Approvals: CE Approved

FLAME / DETONATION ARRESTER - GROUP D GASES

AKTEK TP8200M Detonation Flame Arrester is designed to inhibit flame and
detonation propagation in gas piping systems and to protect low pressure tanks
containing flammable liquids. Arresters protect low flash point liquids from
externally caused sources of heat and ignition. This provides increased fire
protection and safety. Designed for NEC Group "D" gases and vapors.

PRODUCT FEATURES

« Sizes 2" through 24"

- Low pressure drop with multiple element sizes available for each flange size
« Easy cleaning

« Bi-directional flame arresting

« Vertical or horizontal installation

« Standard materials of construction are carbon steel or stainless steel

- 55 304 /55 316 element

« Approvals: CE Approved
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AKTEK TANK VAPOUR CONTROL and PROTECTION

FLAME CHECK

AKTEK Model TP9100M is designed to prevent flashback in small lines carrying
flammable gases. They are often used in small pilot lines and are intended for use
where the gas flow can be shut off. The Flame Checks are union type fittings with
FNPT connections.

PRODUCT FEATURES

- Sizes 1/2", 1-1/4% 1-1/2" 2"and 2-1/2"

+ Available with carbon and stainless steel housing and stainless steel element (perforated
plate construction)

« Designed for easy maintenance

« Approvals: CE Approved

FLAME ARRESTER - HORIZONTAL INSTALLATION

AKTEK TP8300M Detonation Flame Arrester is designed to inhibit flame and
detonation propagation in gas piping systems and to protect low pressure tanks
containing flammable liquids. Arresters protect low flash point liquids from
externally caused sources of heat and ignition. This provides increased fire
protection and safety. Designed for NEC Group "D" gases and vapaors.

PRODUCT FEATURES

» Sizes 2" through 24"

= Low pressure drop with multiple element sizes available for each flange size
« Easy cleaning

« Bi-directional flame arresting

= Vertical or horizontal installation

« Standard materials of construction are carbon steel or stainless steel

« 55 304 /55 316 element

« Approvals: CE Approved

FLAME / DETONATION ARRESTER - GROUP C & D GASES

AKTEK Model TP8400M flame and detonation arresters are proven to inhibit flame
propagation in gas piping systems and to protect liquid storage tanks containing
vapors with MESG equal to or greater than 0.025

PRODUCT FEATURES

« Available with flange sizes 2"-12"

« Materials of Construction offered in Carbon Steel, Stainless Steel, Hastelloy C, and other
materials upon request

« Wafer mesh element offered in 55 304 /55 316

- Approved for unstable detonations, stable detonations, deflagrations, short time burn
and endurance burn (with integral temperature sensor)

» Bi-directional flame transmission protection

« Designed for elevated pressures

» Available with factory installed temperature sensors

« Approvals: CE Approved
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AKTEK TANK VAPOUR CONTROL and PROTECTION

WEATHER HOOD FREE VENT

AKTEK Model TP4200M weather hood Free Vent is designed to be used on tanks
containing non-volatile liquids and on vent pipe extremities. It offers
efficient flow capacity for the protection of the tank, and is built of corrosion
resistant materials throughout. A wire mesh screen prevents foreign matter from
entering the tank or pipe opening. Weather hoods are easily removable for
inspection of vent and wire mesh screen.

PRODUCT FEATURES

« Sizes 2" through 12"

= Available in carbon steel, stainless steel, and other materials
« High flow capacity

= Approvals: CE Approved

FLAME ARRESTER - WITH FREE VENT

AKTEK Model TP8500M Flame Arrester is designed to inhibit flame and
deflagration propagation in gas piping systems and to protect low pressure tanks
containing flammable liquids. Arresters protect low flash point liquids from
externally caused sources of heat and ignition. This provides increased fire
protection and safety.

PRODUCT FEATURES

« Sizes 2" through 60"

+ Available in carbon steel, stainless steel, aluminium and other materials
« Wafer design for quick and easy maintenance

+ Unique recessed seating for superior protection

« Factory Mutual approval for most sizes and materials

« Proven spiral wound, crimped ribbon, flame element

« Approvals: CE Approved

END OF LINE FLAME ARRESTER

AKTEK Model TP8600M Detonation Flame Arrester is designed to inhibit flame and
detonation propagation in gas piping systems and to protect low pressure tanks
containing flammable liquids. Arresters protect low flash point liquids from
externally caused sources of heat and ignition. This provides increased fire
protection and safety. Designed for NEC Group "D" gases and vapors.

PRODUCT FEATURES

« Sizes 2" through 24" (CE Approved)

« Low pressure drop with multiple element sizes available for each flange size
« Easy cleaning

« Bi-directional flame arresting

« Vertical or horizontal installation

« Standard materials of construction are carbon steel or stainless steel

+ 55304 /55 316 element

« Approvals: CE Approved
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AKTEK TANK VAPOUR CONTROL and PROTECTION

PRESSURE / VACUUM RELIEF VALVE AND FLAME ARRESTER

AKTEK Model TP9100M is a combination of the TP1100M / TP1200M Pressure
Vacuum Relief Valve and AKTEK Model TP8100M Flame Arrester. The superior
Buna-N seating diaphragms are standard on the valve to insure extra tight sealing
to prevent sludge vapors escaping. Self draining housing body and drip rings
protect seating surface from condensate and freezing. The Model TP1100M /
Model TP8100M or Model TP1200M / Model TP8100M helps protect your tank from
damage created by overpressure or excessive vacuum, at the same time it provides
protection from externally caused sources of heat and ignition. The result is
reduced emissions level and increased fire protection and safety.

PRODUCT FEATURES

+ Sizes 2" thraugh 12"

« Pressure settings 2,0 mbar to 1034 mbar

« Vacuum settings 2,0 mbar to 827 mbar

» Available in aluminium, carbon steel, stainless steel, and other materials
« Factory Mutual approved most sizes and materials of flame element

» Proven spiral wound, crimped ribbon, lame element

« In non-biogas applications, this product is designated 11000/11600

« Approvals: CE Approved

PRESSURE VACUUM RELIEF VALVE (SMALL TYPE)
AKTEK Model TP10100M flame and detonation arresters are proven to inhibit
flame propagation in gas piping systems and to protect liquid storage tanks
containing vapors with MESG equal to or greater than 0.025

PRODUCT FEATURES

- Available with flange sizes 1 1-1/2', 1-1/4% 25 2-1/2%

« Materials of Construction offered in Carbon Steel, Stainless Steel, Hastelloy C, and other
materials upon request

« Wafer mesh element offered in 55 304 /55 316

- Approved for unstable detonations, stable detonations, deflagrations, short time burn
and endurance burn (with integral temperature sensor)

+ Bi-directional flame transmission protection

« Designed for elevated pressures

« Available with factory installed temperature sensors

« Approvals: CE Approved
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AKTEK TANK VAPOUR CONTROL and PROTECTION

GAUGE HATCH - HINGED COVER

AKTEK Model TP11100M Gauge Hatch provides access for gauging or
obtaining product samples from storage tanks. The Model TP11100M also
provides pressure relief as emergency venting.

PRODUCT FEATURES

+ Sizes 4" through 10"

« Constructed in aluminium, carbon steel, stainless steel, and additional materials
= Available in free lift or lock downcover

« Designed to assure uniform seating

GAUGE HATCH - LOCKED DOWN HINGED COVER

AKTEK Model TP11200M Gauge Hatch provides access for gauging or obtaining
product samples from storage tanks, and incorporates a positive cover hold down
which assures a premium tight seal on tanks with internal pressures up to 3 PSIG.
It also offers lockdown capability.

PRODUCT FEATURES

« Sizes 4" through 10"

« Constructed in aluminium, carbon steel, stainless steel, and additional materials
« Available in free lift or lockdown cover

« Designed to assure uniform seating

NON ATMOSPHERIC GAUGE HATCH
AKTEK Model TP11300M The Slot Dipping Device has been designed to provide
convenient and safe methods for dipping, sampling of storage tanks
containing volatile and hazardous products.

OPERATION

The Slot Dipping Device has been designed to provide a convenient and safe
means of manually measuring the levels and taking samples of petroleum,
petrochemical, chemical and other volatile or hazardous liquids in bulk storage
tanks, in pressures of up to 1016 mbar. It is available in 6" {150 mm) size and is
mounted on the roofs of tanks and can be used in place of conventional gauge
hatches with the following advantages :

= Negligible loss of vapour

+ Operators not exposed to hazardous vapours

« No product spillage due to wiping of the tape
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AKTEK TANK VAPOUR CONTROL and PROTECTION

BLANKET GAS REGULATORS

AKTEK Model TP12100M Series Blanket Gas Regulators from AKTEK ensure that a
constant gas pressure is maintained in the vapor space of a storage tank. A blanket
gas regulator supplies an inert gas to prevent a vacuum from developing when
liquid is removed from a tank, to maintain the desired blanket pressure when the
temperature drops, and to prevent outside air from contaminating the tank or
creating a flammable or explosive environment. A blanket gas pressure as low as
1.3 mbar prevents outside air and moisture from entering the storage vessel and
reduces the evaporation of the stored product to a negligible amount. The result
conserves product, greatly reduces emissions, and protects the tank from external
fires.

PRODUCT FEATURES

« Direct acting, modulating valves with a patented force multiplying linkage
= Balanced forces acting on piston (setting is not affected by supply pressure)
« Compact size and weight

AIR DRYER - DESICCANT BASKET

AKTEK Model TP13100M Gauge Hatch provides access for gauging or
obtaining product samples from storage tanks, and incorporates a positive cover
hold down which assures a premium tight seal on tanks with internal pressures up
to 200 mbar. It also offers lockdown capability.

PRODUCT FEATURES

- Sizes 4" through 10"

- Constructed in aluminium, carbon steel, stainless steel, and additional materials
= Available in free lift or lockdown cover

« Designed to assure uniform seating

TANKVENT ODOUR FILTER
Tank Vent Systems Odour Filters for Storage Tanks Remove odour and avoid claims
from neighbours

AKTEK Model TP14100M This includes specially designed Tank Vent systems
with Carbon Odour Filter that eliminate odour problems from Storage Tanks for Qil
and Oil products, avoiding complaints or claims from neighbouring areas.

= Air Baffle Will collect > 90% of the particles from Oil- and Chemical vapours and drip them
back in the tank

= Absorption Filter The <10% particles that is not collected in the Air Baffle will be absorbed
by a filter

» Breather Valve A safety breather valve open automatically if the pumping rate increase
above the maximum allowable or if the absorption filter is blocked
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